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DAQ	  Uptime
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• DAQ	  uptime	  has	  been	  very	  good	  
the	  past	  seven	  days.

• Beam	  downtime	  used	  to	  debug	  
noise	  issues.	  



POT	  Delivered	  /	  Recorded
• Weekly	  POT	  delivered:	  
1.03x1019

• Weekly	  POT	  recorded:	  
1.00x1019

• 97.1%	  POT	  weighted	  
uptime	  this	  week.
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LArTF	  Updates
•New	  O2 monitors	  for	  platform	  access	  have	  been	  deployed	  (see	  left).
•New	  monitors	  have	  an	  on/off	  switch.	  LArTF	  training	  has	  been	  updated	  to	  
account	  for	  this.
•MicroBooNE	  online	  monitoring	  watches	  the	  state	  of	  the	  keytree	  at	  LArTF	  
used	  to	  access	  the	  lower	  levels	  of	  the	  building	  (readout	  platform	  and	  
detector	  pit).
•Two	  variables	  have	  been	  set	  up	  to	  raise	  an	  alarm:
• Keytree	  door	  is	  open—indicates	  somebody	  is	  getting	  or	  returning	  a	  key.
• Key(s)	  is/are	  missing—indicates	  an	  access	  to	  the	  detector	  or	  platform.

•GPS	  debugging	  continues:
• Experts	  have	  tracked	  the	  issue	  down	  to	  an	  issue	  with	  the	  PCI	  card.
• Card	  must	  be	  pulled	  from	  LArTF	  for	  an	  update.
• We	  are	  still	  using	  an	  NTP	  server	  to	  synchronize	  timing.	  
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Summary

•DAQ	  has	  been	  taking	  beam	  as	  available.

•Keytree	  alarm	  is	  providing	  valuable	  information	  for	  shifters.

•New	  O2 monitors	  deployed	  to	  LArTF	  for	  platform	  and	  detector	  access.

•PCI	  card	  for	  GPS	  readout	  is	  being	  updated.
•POT	  weighted	  uptime	  last	  week	  was	  96.9%	  vs.	  97.1%	  this	  week.	  	  	  
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